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Lightweight architecture — Cable and Rod Systems — PV Cable Systems — Full locked Cables

PFEIFER
Full Locked Cable - GALFAN

European technical assessment: Part of ETA-11/0160.

Material: Unalloyed quality steel

Corrosion protection: Inner layers: Hot dip galvanized with inner filling
Outer layers: GALFAN coated without inner filling

E modulus: 160 kN/mm2

Tolerance E-Modulus: + 10 kN/mm?

Tolerance nom. strand diameter: + 3 %

Design: construction: VVS-1 = 1, WS-2 = 2, VWS-3 = 3 and more layers z-pro-
filed wires

Subject to technical modifications!

Technical details: Due to prestressing and / or differing weather conditions inner
filling may escape to the surface.

Size PV40 PV60 PVO0 PV115 PV150 PV195 PV240 PV300 PV360 PV420 PV490 PV560 PV 640
Cable construction WS WS WS2  WS2  WS2 WS-2  WS2 WS-3  WS3  WS-3  WS3  WS-3  WS3
Limit tension acc. EC3 Z, W 270 414 611 780 1013 1287 1587 2013 2393 2813 3260 3747 4260
g)“gg’;t' breaking load acc. Z, kN 405 621 916 1170 1520 1930 2380 3020 3590 4220 4890 5620 6390
Nomin. strand diameter 2D, mm 21 26 31 35 40 45 50 55 60 65 70 75 80
Approx. metallic cross section mm2 281 430 634 808 1060 1340 1650 2090 2490 2920 3390 3890 4420
Weight kym 24 36 53 6.8 8.9 12 138 172 205 241 279 321 364
Size PV720 PV810 PV910 PV1010 PV1110 PV1220 PV1340 PV 1450 PV1580 PV 1730 PV 1860 PV 2000
Cable construction WS3  WS-3  WS3  WS-3  WS3  WS-3  WS3  WS-3  WS3  WS3  WS3 W3
Limit tension acc. EC3 Z,, kN 4807 5393 6073 6733 7400 8133 8933 9667 10533 11533 12400 13333
g}“gggt' breaking load acc. Z, kN 7210 8090 9110 10100 11100 12200 13400 14500 15800 17300 18600 20000
Nomin. strand diameter 2D, mm 85 90 95 100 105 110 115 120 125 130 135 140
Approx. metallic cross section mm? 4990 5600 6310 6990 7710 8460 9240 10100 10900 11900 12900 13900
Weight kgm 411 462 52 576 635 697 762 832 898 967 1048 1129
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