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Cylindrical Socket with internal Thread type 801
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S

European technical assessment: Part of ETA-11/0160.
Corrosion protection: hot-dip galvanized @ m g
Design: Subject to technical modifications!
Technical details: Dimensions without corrosion protection!
Total weight without potting material. & : :
Socketing according to technical approval ETA-11/0160 37 ' '
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Size PV40 PV60 PVO0 PV115 PV150 PV195 PV240 PV300 PV360 PV420 PV490 PV560 PV 640
Total weight kg 5 8.2 125 18.2 18.2 25.3 35 454 58 79 97 118 141
Full locked Cables
Nomin. strand diameter 2D, mm 21 26 31 35 40 45 50 55 60 65 70 75 80
Sockets
Corrosion protection: hot-dip galvanized
Total length Ly mm 165 200 235 270 270 305 350 385 420 460 495 530 565
Outer diameter 2D mm 80 95 110 125 125 140 155 170 185 205 220 235 250
Length inner thread Lo mm 57 67 77 87 87 97 113 123 133 148 158 168 178
Diameter inner thread gmg  mm 42 52 64 75 75 85 95 108 118 128 140 150 160
Pitch inner thread mm 3 3 4 4 4 4 4 4 4 4 4 4 4
Size PV720 PV810 PV910 PV1010 PV1110 PV 1220 PV 1340 PV 1450 PV 1580 PV 1730 PV 1860 PV 2000

Total weight kg 167 198 231 267 326 373 425 502 561 628 701 779
Full locked Cables
Nomin. strand diameter 2D, mm 85 90 95 100 105 110 115 120 125 130 135 140
Sockets
Corrosion protection: hot-dip galvanized
Total length Ly mm 600 645 680 715 760 800 840 880 920 960 1000 1040
Outer diameter 2D mm 265 280 295 310 330 345 360 380 395 410 425 440
Length inner thread lgs  mm 188 204 214 224 244 259 274 289 304 315 330 345
Diameter inner thread gmg,  mm 172 185 195 205 215 225 235 245 260 270 280 290
Pitch inner thread mm 4 6 6 6 6 6 6 6 6 6 6 6
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