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Lightweight architecture – Cable and Rod Systems – UMIX – Equipment for Tension Rod Systems

Adapter UMIX - Stainless Steel
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Material:  Stainless steel

Installation: Please note installation manual!

Please note the minimum screw-in depth from the installation manual.
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Size 008 010 012 014 016 020 024 027 030 036
Total weight kg 0.03 0.06 0.1 0.16 0.22 0.44 0.76 1.1 1.5 2.2

Adapter
Length LA mm 60 74 89 107 113.5 144 172 191 214 242

Outer diameter ØDA mm 12 15 18 21 24 30 36 40.5 45 54

diameter inner thread ØmA mm 8 10 12 14 16 20 24 27 30 36

diameter outer thread ØMA mm 8 10 12 14 16 20 24 27 30 36

Length outer thread Lga,A mm 20 25 30 37 39 50 60 68 75 90

Size 042 048 052 056 060 064 070 080 090 100
Total weight kg 3.6 5.4 6.7 8.3 9.9 12.5 16.5 24.6 35.2 47.9

Adapter
Length LA mm 283 322 336 362 380 412 459 520 586 643

Outer diameter ØDA mm 63 72 78 84 90 96 105 120 135 150

diameter inner thread ØmA mm 42 48 52 56 60 64 70 80 90 100

diameter outer thread ØMA mm 42 48 52 56 60 64 70 80 90 100

Length outer thread Lga,A mm 106 121 131 141 151 161 176 201 230 253


